DI M ET'X laser distance sensor systems for industry

Crane Sentry

Laser Collision Monitoring System
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Modular system - all components included o

Modes: distance, zone control, or skew
Simple TEACH set point programming

Six configurable relay alarm outputs
Intuitive color touch screen display
Rugged industrial components ;
Class Il visible laser for safe use — 0 | ‘
Indoor/outdoor operation o ’

Up to 500 meter range [&ﬁ)ﬂ f .0 g




D I M ET'x laser distance sensor systems for industry

Crane Sentry Laser Collision Monitoring System

Laser Collision Monitor Controller model CR6201 (Mfg: Laser-View Technologies, Inc.)

P Connects as many as 2 Dimetix laser distance sensors
L ]

P Program set points with simple TEACH button or key in values

P Available operating modes:
- Distance alarms (collision monitoring)
- Zone controls (lock out zone activity) )
- Skew (uses 2 lasers)

P Six configurable relay alarm outputs

P Simple color touch screen shows set points and live readings

P 110 VAC/220 VAC single phase power required; laser sensors powered through
control box

D Polycarbonate wall mount sealed enclosure with clear window

LASER ON
LASER OFF

=a

¢l LASER ON

Monitor specifications

Digital Inputs
Number of inputs 12: 1 override, 11 available for factory customization
Voltage pnp (source): 0-5V DC

Digital Outputs

Number of outputs  8: 2 lasers and 6 configurable relay alarm outputs

Output current 3A max. per output; resistive load: 8A max. total per common
Minimum load 1mA, 5VDC
Graphic Display
Type TFT, LCD display (3.5"; 320x240 pixels)
Touchscreen Resistive, analog

Miscellaneous
Battery back-up 7 years typical at 25°C; battery back-up for RTC and system data

Controller Size 280x219x 156 mm (11 x 8.6 x6.1")

Controller Weight ~2.25kg (~5 Ib)

Operational temp 0 to 50°C (32 to 122°F); heating and cooling options available
Storage temp -20 to 60°C (-4 to 140°F)

Relative Humidity 10% to 95% (non-condensing)

Mounting method Panel mounted (IP65/66/NEMA4X)
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DIMET(X

laser distance sensor systems for industry

Crane Sentry Laser Collision Monitoring System Options

P NEMA 4x stainless steel windowed enclosure

- 316 S/S construction

- Weatherproof silicone gasketing

- Replaceable glass optics
o - Sealed cord grip with split insert
- Internal mounting bracket for laser (aluminum)
- Heating and cooling options available

- Assembled with laser and cable if applicable

P HD laser enclosure with 4 axis mount
- 304 S/S upper cover

- Painted steel flanged base plate with welded thread conduit con-
nection (safety yellow)

- Adjustable axis (horizontal, vertical, 2 rotation axis)

- Replaceable glass optics

- Internal mounting bracket for DLS series laser (aluminum)
- Heating and cooling options available

- Image shown with optional enclosure cooler assembled

P Laser cable M12 to DB15 sealed connectors

- 32 ft sealed M12 5 pin to DB15

- Cable provides power to laser sensors and RS232 communications
- Specify special length if needed

P Two axis alignment bracket

- 2 axis alignment, +/- 7 degrees each axis

- S/S construction, 2.5 mm thk

- Accepts DLS and EDS laser distance sensors

P Targetplate

- Orange metal target plate, 210x297 mm
- Weight.11kg/0.241b

- NOTE: The minimum distance is 0.5 m for the FLS-C series.

AVAILABLE FROM:

SENSORS UK LTD

135A HATFIELD ROAD, ST ALBANS, UNITED KINGDOM AL1 4JX.

TEL: + 44 (0)1727 85 93 73, FAX: + 44 (0)1727 84 42 72, EMAIL: sales@sensorsuk.com




